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SCALE:  3" = 1'-0"AS812
1 WINDOW SILL, TYP

SCALE:  3" = 1'-0"AS812
3 WINDOW HEADER, TYP

SCALE:  3" = 1'-0"AS812
6 INTERIOR HEAD DETAIL

SCALE:  3" = 1'-0"AS812
5 INTERIOR JAMB DETAIL

SCALE:  3" = 1'-0"AS812
4 INTERIOR SILL DETAIL

NOT TO SCALEAS812
18 WINDOW ELEVATION

SCALE:  3" = 1'-0"AS812
7 INTERIOR SILL DETAIL

SCALE:  3" = 1'-0"AS812
8 INTERIOR JAMB DETAIL

SCALE:  3" = 1'-0"AS812
9 INTERIOR HEAD DETAIL

SCALE:  3" = 1'-0"AS812
13 ALUM STOREFRONT HEAD DETAIL

SCALE:  3" = 1'-0"AS812
12 ALUM STOREFRONT MULLION

SCALE:  3" = 1'-0"AS812
10 ALUM STOREFRONT SILL DETAIL

SCALE:  3" = 1'-0"AS812
11 ALUM STOREFRONT JAMB DETAIL

WINDOW SCHEDULE

ID DESCRIPTION

DIMENSIONS MATERIAL DETAILS

COUNT COMMENTSWIDTH HEIGHT
GLASS

THICKNESS FRAME GLAZING HEAD JAMB SILL

A EXTERIOR ALUMINUM WINDOW 7' - 0" 4' - 0" 1" ALUM G1 3/AS812 2/AS812 1/AS812 14
B EXTERIOR ALUMINUM WINDOW 5' - 0" 4' - 0" 1" ALUM G1 3/AS812 2/AS812 1/AS812 1
C EXTERIOR ALUMINUM WINDOW 6' - 0" 4' - 0" 1" ALUM G1 3/AS812 2/AS812 1/AS812 1
D EXTERIOR ALUMINUM WINDOW 7' - 0" 6' - 6" 1" ALUM G1 3/AS812 2/AS812 1/AS812 2
E INTERIOR ALUMINUM WINDOW 3' - 0" 4' - 0" 1/4" ALUM G2 6/AS812 5/AS812 4/AS812 13
F INTERIOR ALUMINUM WINDOW 5' - 0" 1' - 4" 1/4" ALUM G2 9/AS812 8/AS812 7/AS812 4

SCALE:  3/8" = 1'-0"AS812
14 STOREFRONT TYPE - A

SCALE:  3/8" = 1'-0"AS812
15 STOREFRONT TYPE - B

SCALE:  3/8" = 1'-0"AS812
16 STOREFRONT TYPE - C

SCALE:  3" = 1'-0"AS812
2 WINDOW JAMB

SCALE:  3" = 1'-0"AS812
17 ALUM STOREFRONT JAMB DETAIL
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